Forschungsinstitut fir Warmeschutz e.V. Miinchen
Notified body No. 0751

CERTIFICATE OF CONSTANCY OF
PERFORMANCE

No. 0751-CPR-196.0-07

In compliance with Regulation 305/2011/EU of the European Parliament and of the Council of

9 March 2011 (the Construction Products Regulation or CPR), this certificate applies to
the construction product

"mineral wool products”
__Ihermafinsulation products for buildings ===
acql EN 13162:2012+A1:2015 ¢ :
e | / # e
// " (details see annex) / : g

A > produced by or for

67059 LudW|gshafen [Dauts nd_

lr.: =
|

and produced in the man faé’(uring plant(s) :

Saint-Gobain Isovai' G+H )\G
19386 Lub% :

This certifi éate attests. that all provisions concerning" \the assessment and verification of
constancy of performance\descnbed in Annex ZA of the standard

'\:;\ ~ EN 13162:2012+A1 2015 «

e

under system 1 for the perfo?rﬁéﬁce set out in this certificate are applied and that the factory
production control conducted by the manufacturer is assessed to ensure the

constancy of performance of the construction product.

This certificate was first issued on 25.11.2015 and will remain valid (but no longer than
24.06.2024) as long as neither the harmonized standard, the construction product, the AVCP
methods nor the manufacturing conditions in the plant modified significantly, unless

Gréafelfing, 21. February 2024

""uem ey et

A publication of extracts or a referring to the Certificate of Constancy of Performance and its annex requires the prior written approval of

FIW Miinchen. Certification body accredited by the DAkkS according to EN ISO/IEC 17 065:2012 (acc. to. annex of certificate: D-ZE-14116-01-00)
Forschungsinstitut fir Warmeschutz e. V. Minchen Telephone: +49 89 858000 - Telefax: +49 89 8580040
Lochhamer Schlag 4 - 82166 Gréfelfing - Germany info@fiw-muenchen.de - www.fiw-muenchen.de



Forschungsinstitut fir Warmeschutz e.V. Miinchen

Notified body No. 0751

ANNEX TO CERTIFICATE OF
CONSTANCY OF PERFORMANCE

No. 0751-CPR-196.0-07

Factory:

Construction product(s):

EN 13162:2012+A1:2015

Intended use:

Level(s) or class(es)
Reaction to fire:

y : ; - 2
£ SRR

Table 1: Description of the products

/
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System of Af,ééssmgni'?nd/Verification of Constancy of P
: / £

Saint-Gobain Isover G+H AG, 19386 Liibz

Thermal insulation products for buildings

P
// AT
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Factory made mineral wool (MW) products according to

for uses subject to regulations of reaction to fire A1, A2, B, C.
Products for which a clearly identifiable stage in the production process

_— Tresults i?n an improvement in the reaction toi%ré”cTassificaﬁion.

oot
'

s
=
-

i Product / Classification
l,l .‘!
Namée/ Thickness Facing/ " Reaction | Density | Classification report
range Coating to fire class | range or test report*
£ mm i = | kgim®
: | both-sided 8
1 ULTII\)}ATE AP Sgpra-031 60 - 140 glass fleece A1 21-60 2
2 ULTIMATE BF-039. 30 - 260 - .\ A1 15-60 1-5
3 ULTIMAfE BSP 30 40 - 200 - At 15-60 1-5
4 | ULTIMATE BSP 40 40 - 200 - {0 A 15.- 60 1-5
S one-sided =
5 | ULTIMATE Brandnegeth?O 160 glass fleece \Aj\: 21-40 1,2
- both-sided RN
6 | ULTIMATE DP 1-031 30-200 glass fleece A1 21-60- - 2
. one-sided
7 | ULTIMATE DP Strongline-031 30 - 200 glass fleece A1 21-60 2
one-sided
8 | ULTIMATE FSP-031 50 - 200 glass fleece A1 21-40 1,2
9 | ULTIMATE FSP-031 Basis 50 - 200 - A1 15 - 60 1-5
one-sided
10 | ULTIMATE FSP-032 30- 220 glass fleece A1 21-40 1
one-sided
11 | ULTIMATE FSP-033 30 - 260 glass fleece A1 21-40 1
one-sided
12 | ULTIMATE FSP-034 30 - 260 glass fleece A1 21-40 1
13 | ULTIMATE FSP-034 Basis 60 - 200 - A1 15 - 60 1-5
one-sided
14 | ULTIMATE FSP-039 30 - 260 glass fleece A1 16 1,5
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Forschungsinstitut fir Warmeschutz e.V. Miinchen
Notified body No. 0751

AW,

Minchen

Table 1: Description of the products (continued):

Product Classification
Name Thickness Facing/ Reaction Density | Classification report
range Coating to fire range or test report*
mm class kg/m3
one-sided
15 | ULTIMATE FSP-L-031 60 - 200 glass fleece A1 21-40 1
one-sided
16 | ULTIMATE HBF-031 40 - 200 glass fleece A1 38 1
17 | ULTIMATE HBF-034 40 - 260 - A1 15-60 1-5
18 | ULTIMATE HBF-039 40 - 260 - A1 15-60 1-5
19 | ULTIMATE HBP-031 40 - 200
20 | ULTIMATE HBP-033 40 - 260 - A1 15-60 1-5
21 | ULTIMATE HBP-034 30 - 260 - A1 15-60 1-5
22 | ULTIMATE HBP-039 o 40 - 260 - A1 /‘fi{eoa‘f i o, 11-5
pr: ‘ one-sided o !
23 | ULTIMATE KP-034}/, o ~30-260 glass fleece /KT : 21- 60’ et 2
s ' one-sided |4 x| a
24 | ULTIMATE SB/F!-031 o 50 - 200 glass fleece A4° A1 38 1
JREbS : one-sided /. 4
25 ULTIMATE{éSF-O34 20- 30 glass fle ecé : Aj/ 23-40 1
26 ULTIMATﬁ TF-039 ,' 30-260 - f : A1l 15-60 1-5
Hage ) one-sided ,
27 ULTIMATE Topdec DP 3 032 Rohling 30-200 glass flee Al 21-60 2
. one-sided -
28 ULTIMA'IZE Topdec DP-O32 WBG 30-200 glass flece A1 21-60 2
29 | ULTIMATE TP-039 30 - 260 - A1 15 1-5
30 | ULTIMATE E{F-034 30-260 - \ A1}\ 15-60 1-5
31 | ULTIMATE UF-0839 30 - 260 - b % A1 15 - 60 1-5
| one-sided Y ;
32 | ULTIMATE UKF-034 :30/60 glass fleece Al 21-60 2
33 | ULTIMATE MBF-034 30 - 260 - A1l 45 60 1-5
34 | ULTIMATE WF-034 30 - 260 - A1 15-60 1-5
35 | ULTIMATE WF-039 30-260 - A1 15-60 1-5
36 | ULTIMATE WP-031 40 - 200 - A1 15 -60 1-5
37 | ULTIMATE WP-034 30 - 260 - A1 15-60 1-5
38 | ULTIMATE WP-039 30- 260 - A1 15 - 60 1-5
one-sided
39 | ULTIMATE WSF Plus-031 40 - 200 glass fleece A1 15-60 1-5
one-sided
40 | ULTIMATE WSF Plus-034 80 - 260 glass fleece A1 15-60 1-5
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Forschungsinstitut fur Warmeschutz e.V. Mlinchen
Notified body No. 0751

Table 1: Description of the products (continued):

£V

Minchen

Product Classification
Name Thickness Facing/ Reaction Density | Classification report
range Coating to fire class | range or test report*
mm kg/m?

41 | ULTIMATE WSF Plus-039 80 - 260 gf::;;‘g:ge A 16 - 60 2,5

42 | ULTIMATE WSF-034 80 - 260 g?::s'sf:g:ge A1 15 - 60 1-5

43 | ULTIMATE WSF-039 80 - 260 g‘l’::s'ﬁg:ge A 16 - 60 2,5

44 | ULTIMATE WSP-031 40 - 200 g‘l’::;sﬂig:ge A1 21-60 2

45 | ULTIMATE WSP-034 80 - 260 g‘l’:se;sﬂi‘e’:g . A1 21-60 2

46 | ULTIMATE WSP-039 80 - 260 gf:;sﬂigzg . A1 16 - 60 2,5

47 | ULTIMATE WSP-034 80 - 260 gf::s'sﬂ“e’:g ; A1 21-60 | 2

48 | ULTIMATE WSP-039 .80 - 260 g‘l’a“:;:g:g ; M 15~ go |

49 | ULTIMATE WSP P/ufxs'-631 40 - 200 Briiiond /AT S so SR 2

50 | ULTIMATE WSA-Plus-034 so-260 | oresded | C a1 fo1-e0 2

51 | ULTIMATE )?(ISP-PIus:QBQ 80 - 260 g?:;sf;g:ge A1// 16 - 60 2,5

52 | ULTIMATE ZKF-031 80 - 200 g?;‘:;ﬁ:ge » IA1 21-60 2,3

53 | ULTIMATE ZKF-034 80 - 260 g‘l’::s'sg‘e‘ 2 Al | 21 -_ved‘: 2

54 | ULTIMATE ZKF-039 80 - 260 - A1 21-40 1

*) see classificatin report or test report No.

2) KB-Hoch-1812

1) KB-Hoch-181 232

3) KB-Hoch-19024
4) KB-Hoch-181130,'KB-Hoch- 171067 KB-Hoch-171078
5) KB-Hoch-141228
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